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1. DEFINITION OF CONSTRUCTION AND 
DEMOLITION WASTE 

 

This document provides important information for demolition and excavation 
companies, builders, contractors, project managers and property developers. 

 

1.1 What is construction and demolition waste? 
 

Construction and demolition activities can generate a wide range of different waste 
materials. This waste is not just rubbish and unwanted material, but also includes 

● excavated material such as rock and soil 

● waste asphalt, bricks, concrete, plasterboard, timber and vegetation 

● asbestos and contaminated soil 

The advice on this page covers all wastes that may be generated as part of 
construction and demolition activities, including ‘building and demolition waste’ as 
defined in the Protection of the Environment Operations Act 1997. 

 

1.2 Construction and demolition waste: a 
management toolkit and owner’s guide 
 

The EPA recommends procurement officers and construction project managers be 
familiar with how their contractors and subcontractors manage and dispose of waste. 

The Construction and Demolition Waste Management Toolkit (PDF 755 KB) and 
Owners Guide (PDF 22KB) are designed to help procurement officers and 
construction project managers to engage contractors and work on contracts that 
involve construction and demolition.  

The toolkit and guide detail how to reduce the risk of unlawful or fraudulent behaviour 
by contractors and subcontractors during the tender, contract and project 
management phases of construction and demolition projects. 
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1.3 Construction waste must be transported to a 
lawful place 
 

Section 143 of the Protection of the Environment Operations Act 1997 requires waste 
to be transported to a place that can lawfully accept it. 

Both the owner of the waste and the transporter are legally responsible for proving the 
waste was transported to a lawful place. 

The owner of the waste and the transporter are each guilty of an offence when waste 
is transported to a place that cannot lawfully be used as a waste facility. The owner of 
the waste and the transporter can be ordered to clean up and pay for such waste to 
be taken to a lawful place. 

Relying on advice from others, such as consultants, contractors or managers of waste 
facilities, is no defence for transporting waste to a place that cannot lawfully be used 
as a waste facility. 

Owners of waste can protect themselves from fines and hefty penalties if they can 
show they did not transport the waste and can prove that 

● the offence was due to causes over which they had no control, and 

● they took reasonable precautions and exercised due diligence to prevent 
commission of the offence 

If waste is illegally dumped and harms the environment, the maximum penalty is $5 
million or seven years jail. 

 

Source: EPA 
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2. CONSTRUCTION WASTE MANAGEMENT 
PLAN SUMMARY 

 

● BlueScope shall be responsible for managing the construction waste system and 

for developing and implementing adequate safe operating procedures. 

● Construction waste shall be stored within the development site in designated areas 

until collection at scheduled intervals. 

● Consultation with management of the existing commercial operations on the site is 
required as the existing industrial operations, including waste management on the 

site must continue without interruption or interference throughout the entire 

construction process.  

● Users shall sort their construction waste and dispose of garbage and recyclables 

directly into the appropriate bins. 

● Construction waste shall be collected at the designated locations. 

● A private contractor or project contractors shall collect construction waste. 
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3. GLOSSARY 
 

BlueScope: refers to the site manager, who shall manage site operations (via cleaners, staff and 
contractors, if required). 

User: refers to all users, including site contractors, who shall utilise the waste system. 
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4. SPACE AND SYSTEM FOR 
CONSTRUCTION WASTE MANAGEMENT 

 

4.1 Development Description and Use 

T 

he proposed development is the construction of a new metal coating line facility adjacent 

to the existing Colorbond© paint line facility at the Western Sydney Service Centre, 

Erskine Park NSW. 

 

4.2 Estimated Garbage and Recycling Generation 
 

Construction waste generated will include: 

● general putrescible waste 

● paper, cardboard and packaging materials 

● plastic and glass 

● concrete 

● reinforcing steel 

● structural steel 

● excavated material (such as rock and soil) 

● vegetation 
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4.3 Collection Services 
 

BlueScope requires all contractors engaged upon the site to consider the following, in 

addition to any other relevant factors, when undertaking contract works within this 

project for the management, transport and/or the disposal of waste:  

a. requiring contractors and subcontractors to adhere to WMP requirements  

b. requiring the responsible person within your organisation to be advised of 

variation/updates to the WMP  

c. requiring contractors and subcontractors to follow any reporting and 

monitoring template developed under the WMP 

d. linking payment milestones to evidence of lawful waste reuse, recycling or 

disposal. For example, require waste classification reports, the receival sites 

development consent, recycling and disposal dockets prior to milestone 

payment 

e. paying disposal costs directly to the disposal or recycling facilities and paying 

the transporter for transport only 

f. requiring transport monitoring (e.g. GPS tracking, WasteLocate, waste 

tracking) and recording waste dispatch details from site 

g. requiring details of any subcontractors to be used, their environmental history, 

ACN/ABN and how they will be managed and 

h. requiring evidence of lawful disposal/recycling/re-use (for example EPL or 

development consent and WasteLocate consignment number) before waste is 

removed from site. 

 

4.4 Location, Equipment, and System Used for 
Managing Construction Waste 
 

The construction waste management system is to be managed by BlueScope who will 

ensure that all aspects of the construction, including preparation and civil works, utilise 

the Construction Waste Management Plan (CWMP) and adhere to its strict guidelines 

throughout the entire construction process.  
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4.5 Planning Drawings, Construction Waste Areas, 
and Management of the Construction Waste System 
 

The plans shall illustrate sufficient space for onsite bin storage.  

Notwithstanding the above, collection days shall be staged appropriately, and the 

operator shall stipulate procedures for effective management of the available space. 

 

4.6 Collection Bin Information 
 

The construction waste bin choices are to be managed by BlueScope who will ensure that 

all aspects of the construction, including preparation and civil works, utilise the CWMP 

and adhere to its strict guidelines throughout the entire construction process.  
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5. ACCESS FOR USERS, COLLECTORS, AND 
COLLECTION VEHICLES 

 

5.1 User Access to Waste Facilities 

 

Construction waste refuse and recycling bins will be located throughout the site to 

enable all personnel working on the site to utilise them. The bins will be located 

conveniently near work faces as the project progresses. 

 

Collection services will occur as the bins reach capacity. Collection vehicles will vary 

depending upon the type of construction waste. 

 

5.2 Collection Arrangements and Access to 
Construction Waste Facilities 
 

The construction waste collection arrangements are to be managed by BlueScope who 
will ensure that all aspects of the construction, including preparation and civil works, 
utilise the CWMP and adhere to its strict guidelines throughout the entire construction 
process.  

 

Construction Village waste management will consist of both putrescible and recyclable 
waste being removed from the site as and when the receptacles reach their capacity. 

 

Construction waste management will consist of recyclable waste being removed from the 
site as and when the receptacles reach their capacity. 
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6. AMENITY AND LOCAL ENVIRONMENT 
 

6.1 Noise Minimisation Initiatives 

The waste collection arrangements are to be managed by BlueScope who will ensure that 

all aspects of the construction, including preparation and civil works, utilise the CWMP 

and adhere to its strict guidelines throughout the entire construction process. 

 

As a noise minimisation strategy and to improve the amenity of sensitive receptors all 

construction waste vehicles will only be permitted on site during approved construction 

hours. 

 

6.2 Litter Reduction and Prevention of Stormwater 
Pollution 
 

Contractors will be required to place all light weight waste in bins daily to prevent them 

becoming windborne 

All stormwater will run through sedimentation ponds, designed by the civil engineering 

consultant, to capture any lightweight waste materials that enter the stormwater system. 

 

6.3 Ventilation, Washing, and Vermin-Prevention 
Arrangements 

 

Bins will be kept in outside areas with hinged lids for putrescible waste 

Putrescible waste bins will be regularly cleaned and washed to remove debris and bin 

juices. 
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7. MANAGEMENT AND SUSTAINABILITY 

 

7.1 Construction Waste Sorting, Transfer, and 
Collection Responsibilities 

The construction waste collection arrangements are to be managed by BlueScope who 

will ensure that all aspects of the construction, including preparation and civil works, 

utilise the CWMP and adhere to its strict guidelines throughout the entire construction 

process. 

 

Must comply with EPA Construction and demolition waste disposal  

 

7.2 Facility Management Provisions to Maintain & 
Improve the Waste System 

 

The construction waste collection arrangements are to be managed by BlueScope who 

will ensure that all aspects of the construction, including preparation and civil works, 

utilise the CWMP and adhere to its strict guidelines throughout the entire construction 

process. 

 

Where opportunities for improvement of the CWMP occur, BlueScope will implement 

these. 

 

Must comply with EPA Construction and demolition waste disposal  
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7.3 Arrangements for Protecting Construction Waste 
Equipment from Theft and Vandalism 

 

The waste collection arrangements are to be managed by BlueScope who will ensure that 

all aspects of the construction, including preparation and civil works, utilise the CWMP 

and adhere to its strict guidelines throughout the entire construction process. 

 

Putrescible waste bins will be secured to prevent movement and use in locations outside 

those nominated within the CWMP. 

 

Other bins used as part of the construction process will be located in convenient areas 

throughout the progressing works. 

 

7.4 Arrangements for Bins/Equipment Labelling 
and Ensuring Users and Staff are Aware of How to 
Use the Construction Waste System Correctly 

 

The waste collection arrangements are to be managed by BlueScope who will ensure that 

all aspects of the construction, including preparation and civil works, utilise the CWMP 

and adhere to its strict guidelines throughout the entire construction process. 

 

BlueScope’s site induction process will detail to all construction workers how the 

construction waste and recycling bins are identified and used. 

 

Must comply with EPA Construction and demolition waste disposal  
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7.5 Sustainability and Construction Waste 
Avoidance/Reuse/Reduction Initiatives 

 

The construction waste collection arrangements are to be managed by BlueScope who 

will ensure that all aspects of the construction, including preparation and civil works, 

utilise the CWMP and adhere to its strict guidelines throughout the entire construction 

process. 

 

BlueScope’s site induction process will encourage all construction workers to minimise 

the quantity of waste created from their works and utilisation of site facilities. 

 

Must comply with EPA Construction and demolition waste disposal  

 

7.6 Construction Waste Management Plan Revisions 

 

BlueScope reserves the right to revise and make changes to the CWMP at any time as 

the construction work progresses.  
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8. SUPPLEMENTARY INFORMATION 
 

Other plans and diagrams to be inserted here when available. 
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Full details of the NSW EPA Plan below are available at this link 

 

  



17 

9. CONTACT INFORMATION 
 

Construction Manager – TBA 
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10. LIMITATIONS 
 

The purpose of this Construction Waste Management Plan is to assist construction 

workers and contractors to avoid/reuse/reduce waste generated throughout the 

construction period. 
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11. LINKS 

 

EPA Construction and Demolition Waste Disposal Fact Sheet 

 

Protection of the Environment Operations Act 1997 

  

Construction and Demolition Waste Management Toolkit (PDF 755 KB) and 

  

Owners Guide (PDF 22KB) 

 


